
Technical Data Sheet

THERMOCOUPLE DATA LOGGER
S220-T8
•	 8 chanel thermocouple input
•	 Supports 8 types of thermocouple : K, J, E, T, R, S, N, B 
•	 Large LCD Display which can display data from 8 chan-

nels simultaneously. 
•	 Switchable °C or °F
•	 Download collected data through USB interface and have 

a software for analysis.
•	 Desktop and wall-mounted.
•	 Able to offset temperature by software when calibration
•	 Monitor temperature in factories, laboratories, storage 

house, refrigerators

Number of measurement inputs : 8 thermocouple inputs
Themocouple type : K, J, E, T, R, S, N, B
Display range : -200…+1800°C (Depending on the type of sensor)
Accuracy : ±0.8℃ ±2% of reading.
Resolution : 0.1°C
Units of measurement : °C, °F
Display : LCD screen
Operaing temperature : 0...50℃ 
Operaing humidity : 0...85 %RH
Memory capacity : 86,000 data
Logging interval : 2s...24hrs
Battery type : 9V Alkaline battery 
Battery life : approx. 3 months (refresh screen each minute, interval time  5 minutes)
Data file : excel, pdf, bmp
Operate system : Windows XP/Vista/8/10 (32/64-bit).
Dimension : 98 x 160 x 36 mm (WxHxD)
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